RGElink
M2 Upgrade Guide

M2 upgrade include firmware package and PGM Board SD Card updating.There are two
ways to upgrade the M2, USB or upgrade tool(XTOOL). We recommend to use the USB to
upgrade, for it’s easier and faster upgrade.

1. Firmware Package Upgrade

1.1.Upgrade with the USB Disk
File name:M2 Vxx 20180102.pkg

1.1.1. Explanation:

1.1.1.1. The upgrade firmware should be kept on the USB Disk root directory;

1.1.1.2. The USB Disk format should be FAT32;

1.1.1.3. Delete the other upgrade firmware in case of upgrade wrong firmware;

1.1.1.4. Please use the USB Disk without partition and the capacity at 2G-16G;

1.1.2. USB Disk upgrade steps:

1.1.2.1. Copy the program (xxx.pkg) file to the USB root directory;

1.1.2.2. Power on the device, then insert the USB into the com. port. then the device will
emit Beep! Beep! Noise for about 3-5 seconds,The screen will shows “Update
firmware, YES <ENTER>, NO <MENU>";

Upgrade the firmware
YES <ENTER>,NO<MENU>

1.1.2.3. Press ENTER and the OLED screen will show “DELETE UPDATE FIELE, YES
<ENTER>, NO <MENU>" .

DELETE UPDATE FILE
YES <ENTER>,NO<MENU>

1.1.2.4. If you choose “ENTER” it will delete the firmware after upgrade finished; -If you
choose “MENU” the firmware will be remained;

1.1.2.5. The OLED screen will show the rate of progress as the below screen shows;

Upgrade the firmware
COM_MODULE

00:00: xx
[ P

1.1.2.6. When the OLED screen show as below means upgrade finished;
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Please remove U disk !

Please restart!

1.1.2.7. Remove the USB and restart.

1.2.Upgrade with the XTOOL

File name:M2 Vxx 20180102.bin
1.2.1. Notes:

1.2.1.1. Before upgrade the PC’s IP should be set at the same IP segment. (M2 Default

[P:192.168.0.100, Mask: 255.255.255.0) as the picture show below, for example the
PC IP set to be 192.168.0.155:
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1.2.1.2. If connect with serial cable and check the drop-down list without COM. Port, please
installed the driver.

D Serial Comm

COM Port

1.2.1.3. Before upgrade make sure the TF card in the COM. board is workable, otherwise it
may result to the MCU upgrade failed.

RGBIlink Science & Technology Co Ltd http://www.rgblink.com/
Add: S601-607 Weiye Building, Torch Park Hi-Tech Industrial Development Zone Xiamen, Fujian, China

Ph: +86-592-5771197 Fx: +86-592-5788216 2/17



REElink

1.2.2. Upgrade steps:
1.2.2.1. Two ways to upgrade the M2 and the instruction steps as follow:
1.2.2.1.1. Use the net cable connects the PC LAN port with the M2 COM. Board R]45 port;

1.2.2.1.2. Use USB cable to RS232 serial cable to connect the computer’s USB port and M2

“CONT” area port to connect;

Net Cable USB to RS232 cable M2 COM. Board
1.2.2.2. Power on the device, please remove all the inputs and outputs when doing upgrade.
1.2.2.3. Open the XTOOL. Click “i& 5" to switch the language.

1.2.2.4. Communication setting: click“connection”, the dialogue box will pop up
1.2.2.4.1. If you choose connect with net cable, select”’Net Comm” and click OK, then it will

1”.

pop up “Set IP address success
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Baud rate __ Set IP address success!
2 wet comm
. UsSB Comm

1.2.2.4.2. If you choose with connect with serial cable, select “Serial Comm”, select the COM
port “COM 6 as an example” and set the baud rate to “115200” click OK to finished
the setting:

D Serial Comm

COM Port

Set serial port success!

. Net Comm
IP Set 192.168.0.100
B vs: comm

Remark :

If it not show the COM port, please install the driver at first.
The XTOOL bottom left show the green circle means connection OK and the red circle means
failed.The SN number and the device can be detect on the right bottom.
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1.2.2.5. Click the Bin File and load the xx.bin file from the PC root directory:

Did Var

2 xTooL = m] X

Version

File Name New Ver
CORE_PGM.bin 2.33
CORE_PVW.bin 2 3.05

COM_INPUT.bin 8 1.45

COM_PVW.bin 7 1.20

COM_PGM.bin 6 1.65
COM_MAIN.bin c 0 1.66
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1.2.2.7. Click “upgrade” ,and popup “Whether to upgrade the firmware?” :

2 00l - 0o X

H QO & & ?

Connection Version Toolbox Language Help

File Name

Whether to upgrade the firmware?

CORE_PGM.bin

0.00%

0.00%
0.00%

1.2.2.8. The progress bar will show the upgrade status;

> xT00L - O X

B Q4 a

Connection Version Toolbox Language

COM_INPUT.bin

COM_PVW.bin

Upgrade the firmware
COM_MODULE
BN 00:00: xx

B oecei

1.2.2.9. After the upgrade finished, it will pop up “Update new version done!” then the
device will emit Beep! Beep! Noise for about 3-5 seconds .Finally the OLED screen
will show “Please restart!” ;

Update new version done!
Please restart!
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Remark:

If connect with net cable,then after the upgrade, Beep! Beep! Noise for about 3-5 seconds;If

connect with serial cable, then after the upgrade the device will emit Beep! Beep! Noise till

upgrade finished.

1.2.2.10.  Click “OK” , reboot the device, the upgrade finished.

2. TF card upgrade

If M2 effect mask images are lost,you need re-upgrade the contents in “PGM Board TF Card” .

The upgrade steps as follows:

2.1. Take out the PGM board TF card as the red circle shows:

=
-
=
=

2.2. Plug it to SD card or TF card reader;

2.3. Push the SD card (or card reader) to the PC, delete the old content and copy the new
one’s folder“EFFECT”“IMAGE”"LOGO”,“OSD”“STILL” and 255.bmp file to the TF card

root directory:

» M2 _Firmmware_EM_V1.66_20180118 » PGM Board 5D Card

Mame [late mu:u:lifiecy‘
-

Delete old content and copy
these file into TF card..

Type
EFFECT 1/25/2018 3:47 PM File folder
IMAGE 1/25/2018 3:47 PM File folder
LOGO 1/25/2018 3:47 PM File folder
osD 1/25/2013 3:47 PM File folder
STILL 1/25/2018 3:47 PM File folder
__'E 255 11/22/2016 2:21 PM  BMP File

2.4. After that put the TF card back to PGM board.

RGBIlink Science & Technology Co Ltd http://www.rgblink.com/

Add: S601-607 Weiye Building, Torch Park Hi-Tech Industrial Development Zone Xiamen, Fujian, China
Ph: +86-592-5771197 Fx: +86-592-5788216

7/17




