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MSP 225 Upgrade Guide

I. MSP 225 Upgrade Prepare

Need one net cable and one USBA convert Mini T cable.

II. Upgrade Steps：

1．MCU firmware upgrade

(1) Turn on MSP 225, connect “USBA to Mini T cable” serial port and PC.

(2) Install XTOOL upgrade tool.

(3) Open XTOOL, Press ”Connection”, “Serial Comm”, choose the right COM port（COM port

can find on Device Management.）.Baud rate is 115200,click OK. Like the picture below.

Picture 3: Serial Port Connection

Picture 1: Net Cable Picture 2: USB A convert mini T cable

Load MCU file

Choose ”Serial Comm”,
Choose the right COM
port and Baud rate.
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(4) Choose “Bin File” button on XTOOL, loading ”MCU upgrade file”. which is .bin file.

(5) Click “Upgrade” button. When upgrade fail click “cancel” button.(Or if after click upgrade

button there is nothing change on progress bar, it can pull out the power supply of MSP225.

Note: First time upgrade will fail, need second time upgrade.

(6) Restart the MSP225, after 3S later click “upgrade” again.

(7) After upgrade, the XTOOL will show upgrade success.

2．Core board Firmware Upgrade

(1) Device connection: Using 12V power supply to connect the MSP225. After 1 minute later

using USB cable and net cable connect device and PC.

Note: Please connect the power supply first then connect the USB cable.

(2) XSET software to get device information

Turn on XSET software, select MSP225 then log in. Go to Network Set, make sure PC and MSP

225 are in same network segment, note the IP address.（Note: If PC and MSP225 are not in same

network segment, modify the IP address of PC）

(3) Turn on the upgrade tool “FileDemo-MFC.exe”

Enter MSP225’s IP：“Device Addr” is the IP of the MSP225,which can check from XSET.
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(4) Press “Browse”,select MSP225 core board firmware. (File name: up.rar)

(5) Press “Upload”, waiting for progress bar to the end.

(6) Press “Reboot”,(need to wait for 10 seconds) then re-plug MSP225 power supply.
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