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FLEXPRO8 Upgrade Guide
1. Apply to
This upgrade guide only apply to FLEXPRO8 V1.40 firmware and above.
2. Firmware
WhenMEGRE.bin firmware already the latest ,no need to select and re-upgrade this
firmware.

3. Upgrade Guide
1. Connection:
1.1. Upgrade by net cable: Use net cable to connect FLEXPRO8 Ethernet port with PC .

Figure1: Net Cable Figure2: FLEXPRO8 Ethernet port
1.2. Upgrade by serial cable: Joint RJ11 to RS232 serial cable with the USB to RS232 serial cable

and connect FLEXPRO8 RS232 port with PC USB port. USB port connects to computer and
RJ11 port connect to the RS232 port of FLEXPRO8.

Figure3: Serial Cable Figure4: FLEXPRO8 serial port
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2. Turn on FLEXPRO8, wait till it working properly.
3. Open XTOOL. If the language of the interface is not English, click the “语言” button to

switch language.

4. Connection setting: click “Connection” button to get further connection setting.

Serial connection: select "serial communication" and choose the corresponding serial number.

Baud rate is set to "115200", click "OK".

Remark：If it not show the COM port, please install the driver at first.

4.1. Net connection:select “Net Comm” and set up FLEXPRO8 IP as requirement:
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Remark: Before upgrade, the PC’s IP should be set at the same IP segment (Flex16
Default IP:192.168.0.100, Mask: 255.255.255.0). As the picture show below, for
example the PC IP set as192.168.0.155:

5. Check the device information when connection is done. When the dot behind “Connection
Status” is green, meaning it’s connecting. Contrarily, it’s unconnected when it’s red. We
also need to check the serial number is consistent.

6. Select upgrade file. Click the “Choose File” button, Load the xx.bin file.
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7. After file loading, it will list the firmware contents. Click “all”, it will select the items that
has a different version.

8. Click “Upgrade”. Pop up a confirm box. Click “confirm” to start upgrading. Notice: Don’t
turn off the device and keep the wires connecting.

9. check the progress from the “Log” list and the progress bar.

10. It will pop up “Update new version done!” after the upgrade finished. We need to restart
device to complete the process.

mailto:support@rgblink.com
http://www.rgblink.com


Address：S601 Weiye Building Torch Hi-Tech Industrial Development Zone Xiamen,Fujian P.R.C
Tel：4008 592 315 Fax：+86 592 5788216
Email: support@rgblink.com http://www.rgblink.com

5 / 6

Remark:
Question:If upgrade “MERGE.bin” (ID=0)firmware by mistake, how to solve:

This “MERGE.bin” firmware is the firmware for DVI and USB input, if upgrade this firmware
by mistake. Please remove the input board on FLEXPRO8 and only remain one DVI or USB
input card on Flexpro8. Then upload MERGE.bin firmware in DVI input or USB input one by
one.
Take out the input board on FLEXPRO8:

Remove the input boards on FLEXPRO8 and only keep one DVI input (or USB input) on
FLEXPRO8 EXT input board.
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Then insert this input board on FLEXPRO8 and upgrade MEGRE.bin firmware. After upgraded,
replace the DVI input and upgrade MEGRE.bin firmware for another DVI input boards.
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